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GENERAL NOTES:

A. All work, including trenching, backfill, compaction, and testing

of materials shall be performed per Project Specifications and

as shown on this detail.

B. After completion of testing, valve shall be closed, temporary

blow-off capped and the area resurfaced.

C. G-5 box in/behind sidewalk shall be removed at time of fire

line connection to building.

INSTALLATION NOTES:

Alternate location where building abuts sidewalk allowed

only with written approval of Utilities Department.

Temporary cap shall be removed at the time the service

is connected to the fire sprinkler system. USC approved

backflow prevention device shall be installed per

Engineering Standard 6420.
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WATER

MAIN

2" Galv.

Cap to match

fireline, tapped

for blow-off

4" PVC Class 200,

length varies

4" Valve per

Eng. Std. 6340

Main size x 4" Tee

Thrust

Block

8" min. dia. riser, SDR 35 PVC,

one continuous piece (no joints)

Pressure treated Fir, 2"x4", from

valve to within 6" of surface, used

only when service will be inactive

for some time. Remove block

when service is activated.

COLLAR:

Class 2 PCC trowelled to street

grade and allowed to cure for

48 hours prior to full traffic use.

TRAFFIC VALVE WELL & COVER

CHRISTY G-5, or approved equal.

Cover shall be imprinted with "FIRE".

Valve well and cover per Engineering

Standard 6340.

Pavement

(E) PCC curb

and sidewalk

Tracer wire per

Eng. Std. 6340

Cap

2" Galv.

Thrust

Block

24" min.

4" - 12"

APPROVED BY:

STANDARD CURRENT AS OF:

NOTES:
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